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BG24064C

1. COB with metal frame

2.

Built in controller ST7920 (240*64dots matrix or

16*16 dots Bigb/GB Chinese mode, 8*16 dots ASCII mode
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@ Mechanical Data

. +5V power supply
. 1/64 duty
. LED B/L pins:A/K or 1/2

. Option: LED, EL B/L, CCFL

. Option: positive voltage (built-in, external)

Item Standard Value Unit
Module Dimension 180.0x65.0 MM
Viewing Area 133.0x39.0 mMm
Dot Size 049x0.49 mMm
Dot Pitch 0.53x0.53 mMm
9 Pin Assignment
Pin [ Symbol Function @ Electronic Characteristics
1 FG Frame ground i Typical .
2 Vss Power supply (GND) Item Symbol|Condition Value | UNit
3 vdd Power supplly (+5V) Input Voltage Vdd |Vdd=+5V| 50 | V
4 Vo Contrast Adjustment Supply Current| Idd |Vdd=+5V| 5.0 | mA
5 E1 Chip select 1 uper 240x32 LCD Driving o
6 R/W H:data read, L:data write Voltage Vo-Vss 25°C 9.5 |V
7 E2 Chip select 2 lower 240x32 LED Forward o
4.2
g RS gomtmar{(/j/?ata 7V V0|tage(yellow-green) Vi 25°C v
Vee ositive Voltage outpu LED Forward
10 | /RST Reset signal Current If 25°C 450 | mA
11~18| DBO~7 Data bus line
19 A Power supply for LED backlight
V+ GND
20 K Power supply for LED backlight (GND)
% Dimension
9.2(EL or No B/L)
18005 TLO(CCEL or white LED B/L)
14.25 | 1515 15.1(LED B/L)
23.5 133(VA)
26.42 127.16(AA) Bl < v S5.1(EL or No B/L)
ol el 7.8(CCFL or white LED) 2.54
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