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VRLA Batteries
pbq 28 - 12 T2 | 20h   General Purpose series

-
tions in the battery industry. The batteries are designed with the cost and 

ratio. pbq has a full series of 6 and 12 Volt models available for a wide 
range of applications and intents to keep this range in production for 
many years to come. These General Purpose batteries have been de-
signed for a functional life of 4-5 years at an operating temperature of 
25oC in a standby application.

• Household appliances

• Telecommunication
• Garden tools
• Toys
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Voltage: 12 Volt
Capacity: 20 hour rate: 28Ah

10 hour rate: 26Ah 
5 hour rate: 24Ah

Design life: 3-5 years
Appr. dimensions: 
Terminal: Faston Tab 6.4mm T2
Container & lid: Flame retardant ABS
Internal Resistance:

8.6kg
8.4A

Operating temp. range: -20ºC ~ +50ºC
Self discharge: lower than 3% per month

10 Min 15 Min 30 Min 1 Hr 3 Hr 5 Hr 10 Hr 20 Hr

1.80V 614 503 293 185 55,1 30,6 16,5
651 531 304 191 83,2 56,8 31,2 16,8
680 550 312 195 31,4 16,9

1.65V 321 200 84,3 31,6
1.60V 585 328 203 84,8 58

10 Min 15 Min 30 Min 1 Hr 3 Hr 5 Hr 10 Hr 20 Hr

1.80V 54,4 44,1 25,6 16 4,62 2,55
46,6 26,5 16,5 2,6 1,4

60,3 48,2 16,8 2,62 1,41
1.65V 62,9 50,1 28 4,83 2,63 1,42
1.60V 64,8 51,3 28,6 4,86 2,64 1,42

• Absorbent Glassmat Technology

ADR, IMDG
• Can be discharged or stored in any position without leakage
• Cannot be charged while terminal is downward
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Charge  voltage

Charge curren t

Charge volume

1  Discharge
100%(0.05CA  x 20h)

            50%(0.05C A x 10h)
2  Constan t voltag e charging
     Charg e voltage:2.45V/ce l
     Charg e current:0.1CA

o o3  Temperature 25  C(77 F )

Testin g Conditions  :Discharge  Current  : 0.4CA

Charging  Curren t : 0.1C  A
Charging  Volum e : 120%  of Discharg e Capacity

o oAmbient  Temperatur e : 25 C (77 F)

Fina l voltage : 1.75V/cel l
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Battery Charging Characteristics

Ambient Temperature
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FLOAT voltage

CYCLIC voltage
Charge voltage for
max. 12 hours > 35°C max.
Charge current 0.3 A/Ah

The VdS-approved pbq batteries form a special range that has been test-

advantageous for user and supplier.

All VdS models are accomplished in Flame Retardants ABS casing. Due to 
-

pliant.

pbq 3.5-4 3.5 0.46 kg

pbq 1.2-6 1.2 0.31 kg

pbq 3.2-6 3.2

pbq 4.5-6 4.5

1.20 kg

pbq 12-6 12 1.85 kg

pbq 0.8-12 0.8 0.40 kg

pbq 1.2-12* 1.2 0.54 kg

pbq 1.3-12 1.3 0.63 kg

pbq 2.3-12* 2.3 0.88 kg

pbq 2.3-12C 2.3

pbq 2.6-12S 2.6 0.85 kg

pbq 2.6-12 2.6 0.92 kg

pbq 2.9-12 2.9 1.05 kg

pbq 3.2-12* 3.2 1.30 kg

pbq 3.4-12 3.4 1.30 kg

pbq 4-12 4 1.58 kg

pbq 5.2-12 5.2 1.65 kg

2.20 kg

2.20 kg

pbq 12-12* 12

pbq 18-12* 18 5.60 kg

pbq 26-12* 26 9.30 kg

pbq 28-12 T2 28 8.60 kg

pbq 40-12* 40 13.5 kg


