
VRLA Batteries
pbq HR 33-12 [20h]

High Rate Battery

Discharge data watt/battery

Discharge time 5 min 10 min 15 min 20 min 30 min 40 min 45 min 50 min 60 min 90 min
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11,1 1027 836 667 592 425 358 311 298 245 191

10,8 1226 935 734 642 458 381 331 316 261 200

10,5 1472 1045 828 691 515 408 371 338 289 209

10,2 1567 1070 851 704 525 418 383 353 301 219

9,6 1676 1149 890 734 547 440 403 368 316 235

Typical Applications:
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VRLA Batteries
pbq HR 33-12 [20h]

High Rate Battery

High Discharge Rate Batteries

Typical applications:

Models available

pbq 5.5HR-12
Ideal substitute for wet starter batteries in scooters. 

Also frequently used for robotics and other high current 
applications.

pbq 15HR-12
High Rate Discharge version of the popular 12Ah VRLA 

battery. Electric bikes, scooters and UPS systems run 25% 
longer compared to a standard 12Ah.

pbq 22HR-12
High Rate Discharge version of the popular 18Ah VRLA 

battery. More power for your UPS systems 
without the need of extra shelfs or cabinets.

Model
pbq... Capacity in Ah Dimensions

(LxWxH1/H2) Weight

5.5HR-12 5,5 90x70x101/106mm 1,88kg

6.5HR-12 6,5 151x52x94/99mm 2,2kg

9HR-12 9,0 151x65x94/100mm 2,8kg

15HR-12 15,0 151x98x94/100mm 4,2kg

22HR-12 22,0 181x77x167mm 6,4kg

33HR-12 33,0 196x131x155/180mm 12kg

40HR-12 40,0 196x166x171mm 14,8kg

50HR-12 50,0 196x166x170mm 15,0kg

55HR-12 55,0 230x138x208/226mm 17,5kg


