
VRLA Batteries
pbq HR 50-12 [20h]

High Rate Battery

Discharge data watt/battery
Discharge time 5 min 10 min 15 min 20 min 30 min 45 min 60 min 90 min
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11,10 1423 1048 836 742 533 390 308 239

10,50 1681 1310 1038 867 645 464 362 262

10,20 1761 1341 1066 882 658 480 377 275

10.02 1844 1394 1091 904 670 486 386 284

9,60 1926 1441 1116 919 686 505 396 294

Typical Applications:

pbq
50Ah - 12Volt
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   VRLA Batteries
pbq HR 50-12 [20h]

High Rate Battery

High Discharge Rate Batteries

Typical applications:

Models available

pbq 5.5HR-12
Ideal substitute for wet starter batteries in scooters. 

Also frequently used for robotics and other high current 
applications.

pbq 15HR-12
High Rate Discharge version of the popular 12Ah VRLA 

battery. Electric bikes, scooters and UPS systems run 25% 
longer compared to a standard 12Ah.

pbq 22HR-12
High Rate Discharge version of the popular 18Ah VRLA 

battery. More power for your UPS systems 
without the need of extra shelfs or cabinets.

Model
pbq... Capacity in Ah Dimensions

(LxWxH1/H2) Weight

5.5HR-12 5,5 90x70x101/106mm 1,88kg

6.5HR-12 6,5 151x52x94/99mm 2,2kg

9HR-12 9,0 151x65x94/100mm 2,8kg

15HR-12 15,0 151x98x94/100mm 4,2kg

22HR-12 22,0 181x77x167mm 6,4kg

33HR-12 33,0 196x131x155/180mm 12kg

40HR-12 40,0 196x166x171mm 14,8kg

50HR-12 50,0 196x166x170mm 15,0kg

55HR-12 55,0 230x138x208/226mm 17,5kg


