
VRLA Batteries
pbq L 200-12 [20h]

10-year LongLife Battery

Discharge data watt/battery
DoD [V/battery] 10 min 15 min 30 min 45 min 1 hr 2 hrs 3 hrs 5 hrs

E
nd
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ol
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10,80 3564 3042 1992 1542 1428 768,0 568,8 418,8

10,50 3750 3234 2076 1572 1458 792,0 574,8 422,4

10,20 3984 3348 2166 1608 1488 810,0 583,2 425,4

9,90 4206 3456 2250 1638 1518 828,0 591,6 429,0

9,60 4422 3576 2340 1674 1548,0 846,0 599,4 432,6

Typical Applications:
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VRLA Batteries
pbq L 200-12 [20h]

10-year LongLife Battery

10-year LongLife Series

Features

Model
pbq... Capacity in Ah Dimensions

(LxWxH1/H2) Weight

7-12L 7,0 151x51x94/100mm 2.35kg

12-12L 12,0 151x98x94/100mm 3.7kg

17-12L 17,0 181x77x167mm 5.8kg

28-12L 28,0 166x175x125mm 9.0kg

33-12L 33,0 196x130x155/170mm 11kg

40-12L 40,0 197x166x171mm 13.8kg

55-12L 55,0 239x132x205/210mm 18kg

65-12L 65,0 355x167x179mm 23,4kg

80-12L 80,0 355x167x179mm 24kg

100-12L 100,0 330x171x215/220mm 32kg

120-12L 120,0 410x176x227mm 38kg

150-12L 150,0 482x170x240mm 47kg

200-12L 200,0 522x238x218/223mm 65kg

230-12L 230,0 520x269x203/208 72,6kg

100-6L 100,0 194x170x205/210mm 16.5kg

225-6L 225,0 260x180x247/265mm 31kg

Models Available

Type ‘A’ 

Air gap

X

AAA

Y

Air gap

X

Y

Type ‘C’

Air gap

Type ‘B’ 

X

Y

Battery X
[mm]

Y
[mm]

Airgap
[mm]

Type A 
connection

Type B 
connection

Type C 
connection

Connector
size

pbq 33-12L 196 130 5 ZKC250/6 ZKC100/6 ZKC250/6 M6 insert

pbq 40-12L 197 166 10 ZKC250/6 ZKC100/6 ZKC250/6 M6 insert

pbq 55-12L 239 132 10 ZKC250/6 ZKC100/6 ZKC250/6 M6 insert

pbq 65-12L 355 167 10 ZKC320/6 ZKC100/6 ZKC240/6 M6 insert

pbq 80-12L 355 167 10 ZKC320/6 ZKC100/6 ZKC240/6 M6 insert

pbq 100-12L 330 171 10 ZKC320/6 ZKC100/6 ZKC240/6 M6 insert

pbq 120-12L 410 176 10 ZKC420/8 ZKC125/8 ZKC420/8 M8 insert

pbq 150-12L 482 170 10 ZKC550/8 ZKC125/8 ZKC550/8 M8 insert

pbq 200-12L 238 522 10 ZKC550/8 ZKC125/8 ZKC420/8 M8 insert

pbq 230-12L 269 520 10 ZKC700/8 ZKC125/8 ZKC420/8 M8 insert

Automotive posts: Set of one positive and one negative screw-in type automotive post M6: ZKTERM001 
Automotive posts: Set of one positive and one negative screw-in type automotive post M8: ZKTERM002

Inter-tier connector cables

1 meter M6 ZKC1000/6 For pbq 33, 55, 65, 80 and 100Ah

2 meter M6 ZKC2000/6 For pbq 33, 55, 65, 80 and 100Ah

1 meter M8 ZKC1000/8 For pbq 120, 150, 200 and 230Ah

2 meter M8 ZKC2000/8 For pbq 120, 150, 200 and 230Ah

Type number key for 
cables

ZKCxxx/y
xxx = length between connecting holes in mm 
y = bolt diameter 
6: for 6mm bolt, 50mm2 copper cable diameter 
8: for 8mm bolt, 75mm2 copper cable diameter


